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Compliant with CE/ANSI/EAC standards
TB32JN PLUS (TB1060JN PLUS)/TB32J PLUS (TB1060J PLUS)
 ENGINE POWERED TELESCOPIC BOOM LIFTS

PRODUCT HIGHLIGHTS

High Capacity
■ Plus series boom lift hold up to 1000 lb (restricted)/661lb

(unrestricted)platform capacity allowing you to carry up to 3 occupants

plus material and tools to get your job done easily

Intelligent Maintenance
■ Industry leading 7" screen displays faults and status information, for easy

reference, reducing service technician assistance. Workers can complete tasks

under the remote guidance of qualified service technicians. Convenient for

fleet managers to quickly access live machine and maintenance information

Precision Performance
■ The upper control box is equipped with 3 full-proportional handles for gradual

control of boom lifting, telescoping, turntable rotation and driving speed.

Operate with smooth starting and stopping and precision approach to your

worksite target

Standard Features

Active oscillating function 7-in display screen 4WD × 2WS (TB32JN Plus)/4WD × 4WS (TB32J Plus)
Proportional control with 3 joysticks Automotive-grade sleeves for all pipes Weighing system

Hydraulic platform leveling Emergency stop system

Tilt protection system Max tilt rating to 5° Emergency lowering system

Flashing beacon Horn & buzzer Fault diagnosis system

Footswitch 2.44 m(8') platform Foam-filled tires

Manual storage box Secondary guarding device

Overhead anti-collision device

Options & Accessories

AC power to platform

Solid tires

1.83 m(6') /2.44 m(8') platform with swinging gate

Platform work light

Glazier kit(For platform with swinging gate)

Half mesh (For platform with swinging gate)

Telematics-ready connector

Foam-filled non-marking tires






